[image: ]
External Gearbox Identification
Numbers are found on casing below oil filter area
Mini 850 style with gearlever at firewall
Casing numbers for early brass synchro cone  22A104,  22A363
Casing numbers for later baulk ring 3 SYN  22G68,22A1288,22G382
 
Mini Deluxe and Mini Cooper  3 Synchro with alloy extension housing
Casing numbers Cast In . 22A1288, 22A1522, 22G190, 22G333, 22G68
The Morris 1100 sedan had a similar gearbox with the extension housing
bolted to the case with a rubber sandwich plate
 
Mini K and Cooper S mk11 All synchro  Remote (extension) housing
Casing Numbers   22G1128,  22G846
 
Rod Change All (4) Synchro   2 Rods for Gearshift  1974 on
Usually Pot joint inner universals
Casing number for small idler bearing system DAM3220, 22G1832
Casings with larger idler bearings DAM2886,DAM4818,DAM5626  all are 78 on
image1.jpeg
/e TRANSMISSION IDENTIFICATION

Minis in the United States may be found to have many different types of transmissions installed. Some
of these may have been retrofitted when the original unit failed, and some may have been replaced
with MG 1100/Austin America types in order to get either a remote style shift or four synchronized
gears. Identification can be made from the casting numbers below (found behind the oil filter).

“Magrc Wand”
Mini 850 and 998

Remote Shift

Remote Shift
MG 1100/Austin Ameri

Rod Change
All Minis 1973-on

Y

First Gear Not Synchronized (3-Synchro):

Cone Synchro, “A” Type Gears, to October 1962

“A" type gears use bushings under the mainshaft gears.

Casting #s  Application

22A104 850, magic wand shift

22A363 850, magic wand shift

Some 997 Coopers had casting 22A363 with remote shift

Baulk Ring Synchro “A” or “B” Type Gears, “A” super-
ceded January-September 1964

“A° type gears use bushings under the mainshatt gears. *B" type
gears use bearings under the mainshatt gears.

Casting #Application

22G68 850, 997/998 Gooper, magic wand of remote shift
22G190  970/1071 remote shift

Baulk Ring Synchro “B" Type Gear

“B" type gears use bearings under the mainshat gears.
Casting #5

22668 850, 997/998 Cooper, magic wand of remote shi, 1964-on
226382 850/998, magic wand shift

22A1522 850/998, magic wand shift, later spec
22A1228 Remote shit

226333 Can fit 1275, remote shift, some Cooper S
22A1288 Last spec 3-synchro Cooper S

First Gear Synchronized (4-Synchro):
Casting #s

22G1128 Allto January 1973, remote shift

Rod Change, January 1973-1979

Casting s Appllcation

2261832 75" ID idler gear bearings

2261832 Inner CVs introduced June 1973

Rod change with improved Mainshaft, 1875-on, 16mm “noss”
Casting #s  Appllcation

DAMA4818 A+ gears 1982-on, .75 L.D. idier bearings
DAM2886 [dier bearings improved, .875" 1.D.
DAMS626 Mainshaft bearing retainer with three bolts

Gearbox Identification By Laygear Part Nunbers

ATypeGears  ‘B'TypeGears  4-Synchio

ADO16 22A207 226231 5007 DM
22G76 22A287 206232 22G1040  DAM3169
22G83 22A350  22G714 (WA) DAMAS31 A+
22G197 22A381  22G1100 DAM6238

226204 Metro 'E*

Additional Info By Laygear Part Numbers:
22G76 = 997 Cooper

22G197 = Cooper
22G83 = MG 1100

22A381 = cone or baulk
22G232/22G1100/22G1040 =
close ratio





